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47 CFR Ch. I (10–1–07 Edition) § 90.490 

Subpart P—Paging Operations 

§ 90.490 One-way paging operations in 
the private services. 

(a) Subject to specific prohibition or 
restriction by rule provisions gov-
erning the radio service in which a li-
censee’s radio system is authorized, 
paging operations are permitted: 

(1) Where the signals and messages 
are transmitted by a control operator 
of the licensee stationed at a licensed 
control point in the licensee’s system 
of communication. 

(2) Where the signals and messages 
are transmitted from an operating po-
sition within an internal system of 
communication which meets the tests 
of §§ 90.471 through 90.475. 

(3) Where the signals and messages 
are transmitted from a dispatch point 
within the licensee’s system of commu-
nication, as defined as § 90.7. 

(b) Systems employing dial-up cir-
cuits (§ 90.461(c)) may be used in one- 
way paging operations, but only where 
the paging signals are transmitted as 
provided at paragraph (a)(1) of this sec-
tion. 

(c) Paging may be initiated directly 
from telephone positions in the public 
switched telephone network. When 
land stations are multiple licensed or 
otherwise shared by authorized users, 
arrangements for the telephone service 
must be made with a duly authorized 
carrier by users, licensees, or their au-
thorized agents on a non-profit, cost- 
shared basis. When telephone service 
costs are shared, at least one licensee 
participating in the cost sharing ar-
rangements must maintain cost shar-
ing records and the costs must be dis-
tributed at least once a year. Licens-
ees, users, or their authorized agents 
may also make joint use arrangements 
with a duly authorized carrier and ar-
range that each licensee or user pay 
the carrier directly for the licensee’s or 
user’s share of the joint use of the 
shared telephone service. A report of 
the cost distribution must be placed in 
the licensee’s station records and made 
available to participants in the sharing 
arrangement and the Commission upon 
request. In all cases, arrangements 
with the duly authorized carrier must 

disclose the number of licensees and 
users and the nature of the use. 

[47 FR 39509, Sept. 8, 1982, as amended at 48 
FR 56231, Dec. 20, 1983; 52 FR 15501, Apr. 29, 
1987] 

§ 90.492 One way paging operations in 
the 806–824/851–869 MHz and 896– 
901/935–940 MHz bands. 

Paging operations are permitted in 
these bands only in accordance with 
§§ 90.645(e) and (f). 

[54 FR 4030, Jan. 27, 1989] 

§ 90.493 Paging operations on exclu-
sive channels in the 929–930 MHz 
band. 

Paging operations on the exclusive 
channels in the 929–930 MHz band are 
subject to the rules set forth in this 
section. 

(a) Exclusive channels. The center fre-
quencies of the channels in the 929–930 
MHz band that may be assigned on an 
exclusive basis are as follows: 929.0125, 
929.1125, 929.1375, 929.1875, 929.2125, 
929.2375, 929.2875, 929.3125, 929.3375, 
929.3625, 929.3875, 929.4125, 929.4375, 
929.4625, 929.4875, 929.5125, 929.5375, 
929.5625, 929.5875, 929.6125, 929.6375, 
929.6625, 929.6875, 929.7125, 929.7375, 
929.7625, 929.7875, 929.8125, 929.8375, 
929.8625, 929.8875, 929.9125, 929.9375, 
929.9625, and 929.9875 MHz. 

(b) Part 22 licensing, construction and 
operation rules apply. Licensing, con-
struction and operation of paging sta-
tions on the exclusive channels in the 
929–930 MHz band are subject to the ap-
plication filing, licensing procedure, 
auction procedure, construction, oper-
ation and notification rules and re-
quirements that are set forth in part 22 
of this chapter for paging stations op-
erating in the 931–932 MHz band, in-
stead of procedures elsewhere in this 
part. 

(c) Part 22 power limits apply; type ac-
ceptance required. Paging operations on 
the exclusive channels in the 929–930 
MHz band are subject to the transmit-
ting power limits set forth in part 22 of 
this chapter for paging stations oper-
ating in the 931–932 MHz band, instead 
of power limits elsewhere in this part. 
Transmitters used on the exclusive 
channels in the 929–930 MHz band must 
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